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Multiple-spring wire plug, shatter-proof, flexible insulated
sleeve with transverse hole. The tapering sleeve end also
serves as kinking protection for the lead. Solder connec-
tion up to maximum cable cross-section of 2.5 mm2.
Nickel-plated brass contact material.

Multiple-spring wire plug, shatter-proof, flexible insulated
sleeve with transverse hole. Lateral supports provide pro-
tection against contact when plugged in at right angles.
The tapering sleeve end also serves as kinking protection
for the lead. Solder connection up to maximum cable
cross-section of 2.5 mm2.

Multiple-spring wire plug with longitudinal or transverse
cable entry in tower construction. Screw connection up 
to maximum cable cross-section of 2.5 mm2 and external
diameter of 4 mm. Nickel-plated brass contact material.
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4 mm 4 mm 4 mm
pin (spring-loaded) pin (spring-loaded) pin (spring-loaded), socket
solder solder screw
DC 60 V DC 60 V DC 60 V
30 A 30 A 30 A
3 mOhm 3 mOhm 3 mOhm

brass brass brass
nickel-plated nickel-plated nickel-plated
PVC-P PVC-P PP

-25 °C to +70 °C -25 °C to +70 °C -25 °C to +100 °C

94 V-2 94 V-2 94 V-2


