
Did you know we also sell?

Options

Custom made housing / Slot size 

Normally Closed version available.

Custom cable types, cable lengths, connectors or crimp

terminals available.

If you do not see what you need, just ask, as there is a

strong possibility we can do it !

Applications Include

Position and limit sensing.

Production line sensing.            

Safety guard switching.

Conveyor part counting.
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Vane Proximity Sensor -  Changeover Contacts

Part Number : PRC-SP-009

Product Data Sheet

PICTURE
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DIMENSIONS

SPECIFICATION

Contact Form / Style Changeover (Detection of ferrous metals)

Switching Voltage Max Volts AC 175

Switching Current Max Amps 0.4

Switching Capacity (Resistive) Max W/VA 5

Carry Current Max Amps 0.5

Activation Density Min mm 3 (Based on Steel at least length of sensor)

Contact Resistance Max mOhms 120

Operating Temperature Celsius -20° to 85°

Case Material Black ABS 

Cable 3 x Round 0.50mm² Black PVC Insulated Red - N/C, Blue - N/O, Green - Common  

Drawings not to scale

All dimensions in mm nominal



Did you know we also sell?

Options

Custom housing / slot size.  

Normally Open version available.

Custom cable types, cable lengths, connectors or crimp

terminals available.

If you do not see what you need, just ask, as there is a

strong possibility we can do it !

Applications Include

Position and limit sensing.

Production line sensing.            

Safety guard switching.

Conveyor part counting.
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Vane Proximity Sensor - Normally Closed Contacts

Part Number : 78-4033     (PRB-SP-019)

Product Data Sheet

PICTURE
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DIMENSIONS

SPECIFICATION

Contact Form / Style Normally Closed (Detection of ferrous metals)

Switching Voltage Max Volts AC 400

Switching Current Max Amps 0.5

Switching Capacity (Resistive) Max W/VA 10

Carry Current Max Amps 1.0

Activation Density Min mm 3 (Based on Steel at least length of sensor)

Contact Resistance Max mOhms 150

Operating Temperature Celsius -20° to 85°

Case Material Black ABS 

Cable 2 x Round 0.50mm² Black PVC insulated, Brown & Blue 

Drawings not to scale

All dimensions in mm nominal


