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PLTIM-7/6 Bt =2 | -1 RVl PO N IR s 18 (80] MINTATURE | CURVED 09 (42)
PLTZ1-76 Bt 2200 1 R SR ED A B €] 265, 25 i INTERMEDTATE | CURVED -28 [127]
PLTZ5-76 [éi%y ug%}a [lou545] [°4ln9801 [D62u6601 =0 [“83?10) [7lu84801 50 fze2) STANDARD CURVED =47 (213)
PLT35-76 [éi%y ?%8? uou5591 [°4ln9801 [D62u6601 =0 [“83?10) %éég? S0 fee2) STANDARD CURVED - /8 (352)
PLTAS5-76 [éi%y [4foozoy [Dlou5591 [°4ln9801 [“6%6601 =0 [“83?10) %%%? S0 (2z22) STANDARD CURVED -89 (404)
PLTAH-76 [é%i) [4foozoy [10795] [°73n0601 [“937401 o) [Ig?% %%%? 120 (534) HEAVY STRALCHT) 1.83 (830)

NOTES:

2) MATERIAL HAS A UL RELATIVE THERMAL INDEX RATING OF 338°F (170°C).

3) MATERIAL FLAMMABILITY RATING: ULS4V-0.

4) EXCELLENT RESISTANCE TO MOST CHEMICALS.

SEE www.PANDUIT.com FOR PART NUMBER SUFF 1X DESIGNATION FOR PACKAGE SIZE AND PART COLOR.
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DIMENSITONS

IN PARENTHESES ARE

IN METRIC UNITS

/ \N D U I CORP. TINLEY PARK, ILLINOIS

**5) MINIMUM LOOP TENSILE RATING AT 73°F (23°C).
6) MEETS REQUIREMENTS OF IEEE 383 PANDUIT QUALIFICATION TEST REPORT NO. 42481.
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DIMENSIONAL TOLERANCES ARE: L DIuENSIONS ARE G1vEN
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(.XX) + .02(.5)ANGLES +  ----- IN INCHES, THIRD ANGLE PROJECTION.
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