APPROVED DATA

N J
% F
CUSTOMERS

RAPID ELECTRONICS LTD

o %
DESCRIPTION : AC SOCKET

VAR
INALWAYS P/N:  0717-CW (of 0717 Series )

= PR
CUSTOMER P/N : 23-2100

H
DATE 2013 #£6 H 7 H

&K @ El APPROVED BY

A VR EROARLSD £ g @

4\ INALWAYS CORPORATION Return Copy




N\ ARBERTH RS
AR INALWAYS CORPORATION

PRODUCT SPECIFICATION
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AC INLET 3P WITH FUSEHOLDER
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ﬁ ARFEBIH BE PRODUCT SPECIFICATION

INALWAYS CORPORATION

1. Scope B R & E

This specification applies to AC Inlet 3P with Fuseholder for case mount of the following rated for Cold
condition, for class | equipment only, in accordance of IEC 60320-1, EN 60320-1, IEC 60127-6, EN
60127-6,UL 498 and CSA C22.2. The pins temperature should not exceed to 70 °C.

AR E A H IR — R 2 3PHE & 0 kB8 TEC 60320-1 ~ EN 60320-1 ~ IEC 60127-6 -
EN 60127-6 ~ UL 498 & CSA C22.2% M4 > HAENBEHZBERTAB 70 C -

2. Electrical Rating 238 € /TR

North America 1t % : 10 A 250V ~
Europe e : 10A 250V ~

3. Materials and Construction # 4 $14:4%

3.1 Materials # 4

Frame : Thermoplastic, Nylon 66, 94V-0  #=4% @ B M B - RAE 66
Pin & Terminals : Copper alloy, Tin plated WK & T om0 4585

3.2 Construction ##
See the figure. R,
3.3 Operating Temperature T 158 &
-25 °C to+70 C
3.4 Performance and Procedures %€ & 2/
Socket shall be designed to meet the electrical, mechanical and environmental performance

requirements specified in 4.
FERBIBHAER - WA RIEARMARE T R F R RAN 4.5 -

TITLE AC INLET 3P WITH FUSEHOLDER

DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO.

E717-1001 B SEE SHEET 1 2012/03/30 20F 6




ﬁ AR BRI B PRODUCT SPECIFICATION

INALWAYS CORPORATION

4. Test Requirement and Procedures 3| #4&4 R 25

Electrical Requirements & f45M &%

ltem Requirement Test Methods
Insulation 100 M Q) min. 500 VDC applied for one minute between
Resistance adjacent terminals and between adjacent
L N 100MQ L E o i i
4 4 1A 37 terminals and housing.

BIFREES500 VDC ~ B3R 1 548 0 £
6 F o F B Bk R AR RE R -

1IEC 60320-1, Section 15
IEC 60127-6, Section 11

Electric Strength  |No Breakdown. A) 2,000 VAC being applied between all
mtE R % E terminals for one minute.

BAEfTIEIR -
JE PR 3% F S8 F 2 Bl s Ao 2,000
VAC Bz 14548 -

B) 4,000 VAC being applied between all
terminals and frame for one minute.

3 FHEPB AR Mkl 4,000
VAC B3 14048 o

IEC 60320-1, Section 15
Contact Resistance |(A) For Socket only Mate connectors, apply maximum voltage

3 A PR3 30mQ max of 5V and a current of 100 mA.
30mO AR - iR R AL 0 RBIREREASV
TR K AL100 mA -

(B) For Fuseholder only

10 m() max. IEC 60127-6
10mQ | -
Temperature Rise 85 C max. A sustained dissipation }.6 W /10A is
o passed through the specimen, measure 3
a7+ B 3R MESSCIATF o successive readings, at least 10 min apart,

unit temperature stability.

gl 6W/I0AT R > ABAERE
g ER3REMA PRIZKDMEI05 48

IEC 60127-6, SECTION 13

TITLE AC INLET 3P WITH FUSEHOLDER

DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO.

E717-1001 B SEE SHEET 1 2012/03/30 30F6
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INALWAYS CORPORATION

PRODUCT SPECIFICATION

4. Test Requirement and Procedures Rk & £2 5+

Mechanical Requirements ##45H &K

ltem Requirement Test Methods
Pull Force of No movement The specimen shall be heated to
Terminal exceeding 2.5 mm. temperature of 70 ‘C for 1 hour. Then a
¥ T A S8 2.5 mmILT o static load of 60 N is applied to the pins for

one minute.

Aok B ET0 CHedE UNeE > Rikssh
04 FANIHEH IF 4K 18k -

IEC 60320-1, Section 13

BRE A3

Ball-Pressure Test

Measure the diameter
of the impression shall
not exceed 2 mm.

BB EERK 2mme

The specimen shall be stored at a
temperature of 125 + 2 °C, a steel ball of
5 mm diameter is pressed against the
surface of the specimen with a force of 20
N for 1 hour.

AESMEAE 125+ 2 CypshzE A —
HA& SmmegsRIk - 1ER A20N - &
SR @R o

IEC 60320-1, Section 24

Push-out test

Specimen cannot be
push out from the

The specimen shall be mounted on a panel,

& AR H B2k panel, then apply a static load of 90N from the
B e E back of the specimen for one minute.
(For Panel Only) *)&a:’ v Bl £ @R L > R EH IONF
S H AR5
| TITLE AC INLET 3P WITH FUSEHOLDER
| DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO.
E717-1001 B SEE SHEET 1 2012/03/30 4 OF 6
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INALWAYS CORPORATION

PRODUCT SPECIFICATION

4. Test Requirement and Procedures Rl i% i 2 {2 &

Environment Requirements % # & &

7 i

RERPEG o

Item Requirement Test Methods
Moisture No damage. For socket only.
Resistance Expose the specimens to 40+2 C, 91 ~ 95

% R.H. for 168 hours.

5T ff B 4022 °C ~ 4P 3% & 91~95%
2 Pl 1680) pF o

IEC 60320-1, Section 14

For Fuseholder only.

Expose the specimens to 40+2 C, 91 ~ 95
% R.H. for 48 hours.

e Bl R 4022 C ~ AP ¥R R 91~95%
2URIGEM N 48] pF o

IEC 60127-6, Section 11

5 R 90 Y%

'l'], F o

Resistance to Heat | No damage. The specimen shall be stored at a
aEPiE o temperature of 100 + 2 °C for 1 hour.
g o o o
&3 2100 £ 2 CehplEigp 1) pF o
IEC 60320-1, Section 24
Solderability Solder coverage more |Manual Soldering * 4% &
than 90 %. Soldering temperature 380 + 5 C,
F & duration 2~3 sec.

EARE R 380 £ 5 CoRaE 2~3F) o
IEC 60068-2

Resistance to

No damage(exemption

Manual Soldering % 4% 3%

Solder Heat of fixing pillar). Soldering temperature 400 + 5 °C,
. & A G (A duration 5 + 1 sec.
#m%ég?& —;];'1 K,f f’|~) o J%iﬁ/ﬁfﬁ 400 + 5 OC ’ Jf}‘-i%‘ 5 + 1
%/l/‘ o
IEC 60068-2
TITLE AC INLET 3P WITH FUSEHOLDER
DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO.
E717-1001 B SEE SHEET 1 2012/03/30 50F6
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INALWAYS CORPORATION

PRODUCT SPECIFICATION

5. Test Sequences R|3:RJE A

The test sequences are defined as following. B:XEF 4o F -

Test Group
Test Description Socket Fuseholder

1 2 3 Suppl;en:ntal 1 2
Insulation Resistance #2%& 'H 4L 2 2
Electric Strength &f & & 3% f& 3 3
Contact Resistance #: A5 241 4 1
Temperature Rise 8 7 8] 3 2
Pull Force of Terminal 3% -+ 4 A 1
Ball-Pressure Test B & 83X 2
Push-Out test d4& 4 i 803K 2
Moisture Resistance [ i#] 1 1
Resistance to Heat #t 2t 1
Solderability %45 1
Resistance to Solder Heat 4713 45 % 3
Sample Size for Each Group 3 3 3 3 3 3

6. Certified safety

04

TEEA

UL/ CSA/VDE/ENEC/KC/CCC

TITLE AC INLET 3P WITH FUSEHOLDER
DOCUMENT NO. REV DESCRIPTION DATE (yyyy/mm/dd) SHEET NO.
E717-1001 B SEE SHEET 1 2012/03/30 6 OF 6
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SPECIFICATION

A: MATERIAL:

1. HOUSING: NYLON 66 FLAMMABILITY, UL 94V—0
2. TERMINAL: COPPER ALLOY, TIN PLATED

B: CHARACTERISTICS:
1. RATING: 10A 250V~ NORTH AMERICA & EUROPE
2. INSULATION RESISTANCE: 100 MQ MIN, AT 500 vDC
3. ELECTRIC STRENGHT: AC 2,000 V FOR 1 MINUTE
C: APPROVALS:
UL, CSA, VDE, ENEC, KC & CCC
3-401X220.05
r
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1711710 AYVLZEL2Z90) - ATtachment Flugs with Uverioad Protection - Lomponent

@ ONLINE CERTIFICATIONS DIRECTORY

AYVZ2.E122965
Attachment Plugs with Overload Protection - Component

Page Bottom

Attachment Plugs with Overload Protection - Component

See General Information for Attachment Plugs with Overload Protection - Component

INALWAYS CORP E122965
7TH FL 105 WUGUNG RD

WUGU INDUSTRIAL DISTRICT

WUGU SHIANG

TAIPEI HSIEN, 24890 TAIWAN

Power inlets, Cat. Nos. 0713, 0717, 0717-1.
Cat Nos. 0725, 0725-1, 0726, 0726-1.
Appliance inlets, Cat. No. 0717-2 followed by P, C or F, followed by S, LS, Q or W, followed by two digits.

0717-1 Series: Models 0717-1-PS, 0717-1-PLS, 0717-1-PQ, 0717-1-PW may be followed by three alphanumeric
digits; 0717-1S Series: Models 0717-1S-PS, 0717-1S-PLS, 0717-15-PQ, 0717-1S-PW may be followed by three

alphanumeric digits.

Appliance inlets with overcurrent protector, 0717-2S Series: Model 0717-2S followed by C or P, followed by Q or
S.

Marking: Company name and catalog or model designation on device or carton.
Last Updated on 2008-06-18

Questions? Print this page Notice of Disclaimer Page Top

Copyright € 2011 Underwriters Laboratories Inc.®

The appearance of a company's name or product in this database does not in itself assure that products so
identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should
be considered to be Listed and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following
conditions: 1. The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a
non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the
Online Certifications Directory with permission from Underwriters Laboratories Inc." must appear adjacent to the
extracted material. In addition, the reprinted material must include a copyright notice in the following format:
"Copyright © 2011 Underwriters Laboratories Inc.®"

i I
T
procy. anvirey.od

atabase.ul.com/cgi-bin/XY V/template/LISEXT/ITFRAME/showpage.htm!™a--- 1/



CSA INTERNATIONAL

Certificate of Compliance

Certificate: LR 63196-13 Contract No: 159542 (LR 63196)

Project: 1063125 Date Issued: April 4, 2000

D L e S

Issued to: Inalways Corporation
No. 58, Wu-Kung 5th Rd.,
Wu-Ku Industrial District,
Taipei Hsien, Taiwan

The products listed below are eligible to bear the CSA Mark shown

s P® Issued by: Sebastian George, P. Eng.
’ﬁjﬁ\ Vancouver, BC Canada

PRODUCTS

CLASS 6233 01 - RECEPTACLES - Attachment Plug Type and Plugs

A R R O S L A B T A S e Y S S Ay WY AN s RSN S, B o) W S A el

Special-use fused power inlets, 10A 250V ac, male/female receptacle Cat No 0713 and male Cat No 0717.
Note: Sold only to manufacturers as components for the assembly of Certified electrical equipment.

APPLICABLE REQUIREMENTS

CAN/CSA-C22.2 No. 0-M91 - General Requirements - Canadian Electrical Code, Part I
CSA Std C22.2 No. 182.3-M1987 - Special Use Attachment Plugs, Receptacles, and
Connectors

DQD 507WP 99/05/01




Prif- und Zertifizierungsinstitut

ZEICHENGENEHMIGUNG
MARKS APPROVAL

Inalways Corporation
PO Box 17-196
24899 Sinjhuang, TAIPE!
TAIWAN

ist berechtigt, fir ihr Produkt /
is authorized to use for their product

Geridtestecker mit integriertem Geratesicherungshalter
Appliance inlet with integrated fuse-holder

die hier abgebildeten markenrechtlich geschitzten Zeichen
far die ab Blatt 2 aufgefUhrten Typen zu benutzen /
the legally protected Marks as shown below for the types referred to on page 2 ff.

Gepriift und zertifiziert nach /
Tested and certified according to

DIN EN 601271 (VDE 0820-1):2007-02; EN 60127-1:2006
DIN EN 60320-1 (VDE 0625-1):2008-05; EN 60320-1:2001 + A1:2007
DIN EN 60127-6 (VDE 0820 Teil 6):2003-10; EN 60127-6:1994+ A1:1996+ A2:2003

Aktenzeichen: 1391600-1550-0018 / 103213

File ref.:
VDE Prif- und Zertifizierungsinstitut GmbH  Ausweis-Nr. 40022412 Blatt 1
Testing and Certification Institute Certificate No. Page
Ze”'t\gdeleruﬂggfg‘;te”Q ! Certification Weitere Bedingungen siche Rilckseite und Folgeblatter /
Loy [ SN

further conditions see overleal and following pages

i b
)/g!,:. Vo

Offenbach, 2007-10-18
(letzte Anderung/updated 2009-02-26 )

VDE Zerihikata sind nur gi‘\)ll"ig ber Verottenthoboag gnter bty veww vde comizertifixat
VDE certificates are valid only whet published on hitp 7'www vde com/certificate




VDE Prif- und Zertifizierungsinstitut Ausweis-Nr. /| Blatt /

Certificate No. page

Zeichengenehmigung 40022412 2

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder

Inalways Corporation, PO Box 17-196, 24899 Sinjhuang, TAIPEl, TAIWAN

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1391600-1550-0018 / 103213 / FG31 / E 2009-02-26 2007-10-18

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40022412,
This supplement is only valid in conjunction with page 1 of the Certificate No. 40022412.

Geritestecker mit integrietem Geratesicherungshalter
Appliance inlet with integrated fuse-holder

Typ(en) / Type(s):

10717
2 071741
3 071718

Bemessungsspannung AC 250 V
Rated voltage

Bemessungsstrom 10 A
Rated current

Bemessungswert der zul. 1,6 W/ 10 A
Verlustleistung
Rated power acceptance

Polzahl 2-polig mit Schutzkontakt

Number of poles 2-pole with earthing contact

Bauart Normblatt C14

Kind of construction standard sheet C14

Ausflihrung(en) mit Montagerahmen fiir Gerateschalter entsprechend EN 61058-1

Construction(s) with mounting frame for switches for appliances according to
EN 61058
Fur / for 3

Kategorie PC 2

Category

Stiftternperatur max. 70C

Temperature of the pins

Fortsetzung siehe Blatt 3 /
continued on page 3
VDE Prif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Telefon + 49 (0) 6% 83 06.-C
Teletax + 49 (0) 69 83 06-555



CERTIFICATE ENEC 2011059

Our ref. 264861-1

Product

Rating and principal characteristics
Trade mark (if any)

Type

Name and address of the licensee

Address of the manufacturer

Is in conformity with
As shown in the Test Report(s) No(s)

It is authorised to use of the marks

Validity

Directive information

With the following limitations

Date of issue

Signature

Appliance inlet

10 A, 250 V~, [P20
INALWAYS

0717 series

Inalways Corporation
P. 0. BOX 17-196
Sinjhuang 24899
Taipei County
TAIWAN

Inalways Electronic (Dongguang) Co. Ltd.

Si Huan Rd., Xianxi, Changan Dongguan City
GUANGDONG PROVINCE 523846

CHINA

EN 60320-1:2001 + A1:2007
264861-1
ENEC 16

This certificate is valid untii 19 December 2016 unless the standard in questior
has been amended or superseded with significant changes in requirements, in which
case, SGS Fimko has the right to shorten the validity of the certificate based on the
legislation of the European Union. This certificate includes the right to use the ENEC 1
mark under the condition that changes (if any) will be checked at SGS Fimko before th
product is brought onto market and that the conditions for ENEC certification are met.

The product(s) fuifils the essential safety requirements for CE conformity marking
according to the Low Voltage Directive (2006/95/EC) at the date of issue of this
certificate.

19 December 2011
SGS Fimko Ltd

\\\){ (\i:# 5
Sixten Lokfors
Project Manager

This certificate is issued by the company under its General Conditions for Certification Services accessible at S| i . Altention is drawn to
the limitations of liability defined therein and in the Test Report here above mentioned which findings are reflected in this certificate. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law.

8GS Fimko Ltd. Sérkiniementie 3 P.O.Box 30 FI-00211 Helsinki, Fintand

t. +358 0 696 361 f. +358 9 692 5474 www.fi.sgs.com

P i 0 im mamarnn r - B i



Additional information

Product Code of 0717 series:

ENEC 2011059

Standard sheet C14 and C18
- for class | or class Il equipments

- with or without fuse holder and opening for eg switch

- with different soldering tabs and fixings

+ 1 Fuse + Switch
(Snap-in)
+ 2 Fuse
(Screw-on / Snap-in)
4+ 2 Fuse + Switch
il (Screw -on / Snap-in)

®)

Manufacturing site(s)

Inalways Electronic (Dongguang) Co. Ltd.
Si Huan Rd., Xianxi, Changan Dongguan City
GUANGDONG PROVINCE 523846, CHINA

This certificate is issued by the company under its General Conditions for Certification Services accessiole at

liability defined therein and in the Test Report hare above mentioned which findings are refle
of this dociimant i tintawdil and Affandare mau ha mrmenmbeard bn b foilland acband of i laiss

- Mountir
Screw-on
(Countersink Ear) Q.D/Solder Tab, 6.3 x 0.8mm (Alphanumeric Digit)
Screw-on Q.D/Solder Tab, 4.8 x 0.8mm | [Others:
(Flat Ear) .
0 0. Screw-on
Snap-in Solder Tab, 2.8 x 0.8mm
X X Snap-in
Solder Tab, 2.5 x 0.8mm Panel Thickness =
Solder Tab, 25 x 0.6mm(EM) | = 08,10,12,13,  mn

iti . Altention is drawn to the limitations of
cled in this certificate. Any unauthorized alteration, forgery or falsification of the content or appearance
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08-1920-1007

7| =t A 2l F A
Electrical Appliances Safety Certificate

ot Ol EE S
(Certificate No.) SU04086-8001

Inalways Electronic (Dongguan) Co., Ltd.

B 72 X
(President)

Hong Jie Zheng

Hi = & 2
& TH Xl Si Huan Rd, Xianxi, Chang An, Dongguan, P.R.China

(Factory Address)

M

o o
=]
(Product)

&2 d
{Basic Model)

s

(Rating)
o4 24

=

a5 E HEA (appliance inlet)

0717-1

2
=3

AC250V, 10A

(Series Model)o 0717, 0717-2
2 8 7 =
(Standard) K60320-1
MBS BLH 2elY AME, MAZEM3E AZ0 2510 212 B0 W60
HMOIZEME MR ELICH
We Issue Electrical Appliances Safety Certification as above product by Article 4 Section 3 of the

Electrical Appliances Safety Control Law Operation Rule.

2008¢
year

o"-_;_‘lkl-

048 01€
month  day

ktl

H o= 1. 2|28 Y HESE (List of Critical Components)
(Annex) 2. JE2Y - IM2 el LHE (General Descriptions of Certified Products)
3. MIIESUHOIEC B #E (Status of Certificate Revisions)
S e

FROY 10800

ESTING LABORATORY MEEY

KOREA T




CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION

No. : 2003010204074306

NAME AND ADDRESS OF THE APPLICANT

INALWAYS ELECTRONIC (DONGGUAN) CO., LTD.
Sihuan Road, Xianxi Village, Chang an Town, Dongguan

NAME AND ADDRESS OF THE MANUFACTURER

INALWAYS ELECTRONIC(DONGGUAN) CO., LTD.
Sihuan Road, Xianxi Village, Chang’ an Town, Dongguan

NAME AND ADDRESS OF THE FACTORY

INALWAYS ELECTRONIC (DONGGUAN) CO., LTD.
Sihuan Road, Xianxi Village, Chang’ an Town, Dongguan

NAME, MODEL AND SPECIFICATION

10A 250V Appliance Inlet for Class I Equipment for Cold
Conditions;10A 250V Appliance Inlet for Class I Equipment for Cold
Conditions with FUSE-HOLDERS
OTOYSINNOM0Y=2. 0711, - 0711=1 7071 EAARS=0FI1=1RS=PQ. 0711-1RS=Po~ 07 11m
LRSTPSGL 07 11-2+, 0711-8CQ~ 071 1=8C8+ 07 H=SPQ~ 07L-SPS. 0714 07141x
07 14~P 10A 250¥ s O71Y s QP1T=E200 VI ES 07 L =207 1 7-25: 10A: 250V~

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB17465. 1-2009

This is to certify that the above mentioned products have met the
requirements of implementation rules for compulsory certification(REF
NO. CNCA-01C-006:2011).

Date of issue: Apr. 19, 2012 Date of expiry: Oct. 13, 2014

Validity of this certificate is subject to positive result of the regular
follow up inspection by issuing certification body until the expiry date.

Date of original certification: Aug. 04, 2003

This certificate can be verified through CNCA’ s website: www. cnca. gov.cn

President: M

Wang Kejiao _
CHINA QUALITY CERTIFICATION CENTRE

Section 9,No.188,Nansihuan Xilu, Beijing 100070 P.R.China
hitp://www.cqc.com.cn

0535462
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N iR Ao HH R BRI it s i
BELTE RAPID TR AC SOCKET 4RER
E9s L / HEREIRIR 0717-CW SRR il§g ] SASRST Fig
FitilE MIL-STD-105EBEZUEH AR iR SeUKAE CR=0 MA =0.1 MI=0.25 Hhildmek
" s bl N - e
TaERIEE IRERZ RED N M Talg =/ e FIE
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%ggs 7 O HESE R S R T - RO R IEE \ EECNE
[ AR & okl aR - ISR (R Bl R BT A T \ B
O] EHEIME - SPRRE - BIBRIE - B R - B8 - G54 - HIG - 15 \ B
I REEIME - SRR - VIS - BP5RE - B8 - EaR - Al - G \ B
2. AR O resE (e rEs O Feid O rReEi O 28 O R R C-Rig \ B
[ &R R e ot 2 B A rI IR EA SRR - FARR \ B
[ 4ppHe s s B A s - 505 \ B
[ B B R EMm S \ B
TabadRsE Rk Cavé___ Cavé___ Cav___ Cavé___ Cavé___ Cav___ Cavé___ Cavé___ TRER 7T/ R FIE
1 14.00%0.2 =)
2 4.0020.2 ]
3 24+0.5/-0 TrEE A
4 16+0.5/-0 TrEEA
5 36.010.3 =)
6 12+1/-0.5 ]
7 15+40.5/-0 TR A
3. Rf g 5i(mm) 8 11.550.3 L2
L2
-
T2
]
T2
T2
T2
]
4. it B R & 4% PH IR (s R 2 I ) e

5. HITHIER

[ H78i4&: 8kef-cm
Rk
[N

kef-cm

6. ST

[J SHEET F(10A): £PINFASON » FIPINF/N.5N
(] SHEET J(16A): 4:PINFZA60N » BIPIN&/NN
[CIN/A

LK

7. BRSO [N/A

[ SRS FTERE2.5um A | - $8853.0umBL |
[ B RLS: FTHRE2.5SumBA | > $5553.0umBA |
[ B HEARIAR: FT8RE2.5um L | > $875853.0umbL F

8. ZIF 5% (Rating ~ BHE ~ MRIEEIEUR ~ INALWAYS
Logo ~ iled RS ~ BLELARSE ).
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