
BOX - INSIDE

ASSEMBLY - TOP

SECTION A-A

SECTION B-B

LID - INSIDE

INNER PANEL

RP1065
Material: ABS (UL94-HB), Light Gray Color
Lid Screws: M3.5 x 10, 304 Stainless

Suggested Lid Screw Torque: 30ozf-in (21cN-m)
Circuit Board Screws Supplied (M3 self tap)
Gasket: EDPM Cord.
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RP1065

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

74.98 mm
[2.952 in]

56.98 mm
[2.243 in]

79.98 mm
[3.149 in]

61.98 mm
[2.440 in]

49.50 mm
[1.949 in]

68.00 mm
[2.677 in]

0.40 mm [0.16in]
Recess

73.00 mm
[2.874 in]

71.80 mm
[2.827 in]

58.80 mm
[2.315 in]

54.00 mm
[2.126 in]

72.00 mm
[2.835 in]

59.00 mm
[2.323 in]

77.00 mm
[3.031 in]

71.71 mm
[2.823 in]

58.00 mm
[2.283 in]

44.00 mm
[1.732 in]

58.00 mm
[2.283 in]

76.71 mm
[3.020 in]

n3.50 mm
[0.138 in]

6X

82.13 mm
[3.234 in]

85.50 mm
[3.366 in]

55.00 mm
[2.165 in]

M3.5 Stainless Steel Lid Inserts
Type 304 Stainles 4X

80.48 mm
[3.168 in]

5.00 mm
[0.197 in]

44.50 mm
[1.752 in]

NOT SUPPLIED

53.87 mm
[2.121 in]

58.71 mm
[2.311 in]

R5.15 mm
[0.203 in]

4X


