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Data Sheet  for Schneider 12 Way Terminal Blocks  
 

 
 

Schneider 
Part No’s. 

Current 
Rating 

(A) 

Voltage 
Rating 

(V) 

Cross 
Section  
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Width 
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(mm) 

Width / 
Dia. Of 
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Hole. 
(Ф1)  

(mm) 

Clamping 
Screw 

Dia.  (Ф2) 
(mm) 

Pitch of 
Ways 

(D) (mm) 

Budget Range – With Zinc Plated Steel Inserts and Z inc Plated Steel Cable Clamping Screws 
For General Purpose use  

3000410 2.5 450 2.5 96.0 17.0 14.5 3.4 Wide 2.55 8.25 

3000420 5 450 4 116.2 19.2 16.7 3.5 Wide 2.92 10.0 

3000430 15 500 10 140.4 23.5 18.7 4.6 3,4 12.0 

3000440 30 450 16 168.0 25.0 20.7 6.6 3.9 14.5 

Premium Range – With Nickel Plated Brass Inserts an d Zinc Plated Steel Cable Clamping Screws 
For High Performance use, particularly where some d egree of corrosion resistance is required.  

3000254    2.5 450 1.5 96.0 16.5 14.5 2.8 Dia 2.57 8.25 

3000270    5 450 2.5 115.8 20.1 16.6 3.25 Dia 2.95 10.0 

3000288   15 500 6 139.0 23.5 18.5 4.18 Dia. 3.40 12.0 

3000296    30 500 16 168.0 28.0 23.0 5.95 Dia. 3.88 14.5 

3000298    60 500 25 193.0 36.7 28.5 6.9 Dia. 4.92 16.5 

 
Suitable for use in ambient temperatures of up to 8 5°C 
 

Mouldings:-   All terminal block mouldings are produced in Flame Retardant (natural) Polypropylene  


